July 25, 1935 PAPER TRADE JOURNAL, 64TH YEAR 37 


Index, Technical Section, Paper Trade Journal, Vol. 100 


January to June, 1935 


Prepared by Clarence J. West, Chairman, Committee on Abstracts and Bibliography, TAPPI 


The page numbers of the following index refer to the No. 
continuous paging of the Technical Section and have no No. 
relation to the paging of the individual numbers of the No 
ParpeR TRADE JOURNAL. No 

References to the abstracts published in the Technical N ‘ 
Section are preceded by the letter “A”; those to the patents “Y® 
are indicated by the letter “P”. Other entries refer to No. 
original articles in the Section; the author entries for such No. 
articles are printed in capitals. No author entries are given No. 
for the abstracts or patents. No. 

In order to facilitate reference to the individual num- 
bers of the Paper TRADE JOURNAL, the following table is 

iven, showing the pages of the Technical Section appear- 
ing in each of the 26 numbers of Volume 100 (January 
to June, 1935). 


Jan. 3 1-12 No. 14 April 
Jan. 10 13-24 No. April 
Jan. 17 25-36 No. April 
Jan. 24 37-42 No. April 
Jan, 31 43-54 May 
Feb. 7 55-66 May 
Feb. 14 = 67-78 , May 
Feb. 79-118 No. May 
Feb. 119-124 No. May 
Mar. 125-134 No. June 

135-146 No. June 

147-158 No. 25 June 

159-172 No. 26 June 


173-184 
185-196 
197-208 
209-222 
223-234 
235-250 
251-264 
265-270 
271-284 
285-294 
295-316 
317-328 


YOON A UAhwhd 


Control Breast roll, roie in stock formation 
Dissolved gases, effect of 195 Brightness 

‘ibers, effect on Brightness tester 

Fibrillation theory Broke, rod mill for treatment of 

Gases, effect of, on BROWN, HUGH E. Requirements of ma- 
Hydraulic terials for weaving fourdrinier wires. . 


Kollergang for pulp evaluation BROWNING, B. L., and KRESS, OTTO. 


“A” stain 

Abietic acid, properties 

Absorbency tester 

Absorbent tissues, water absorbency tester 
Adhesives 


Air, removal from driers 
Air heaters .. 
Air perencebiity of paper 
Alkaline processes 
Heat consumption 
Heat losses 


um 
Paper brightness, effect on 
Tests used for 
Alumina, absorption of dyes by 
Aluminum, basic salts of 


Aluminum sulphate, effect. on kaolin re- 


tention 

Ammonia, use in bleaching 

Ammonia size 

Ammonium resinate, sizing with 

ANDERSON, OSCAR E. Analyzing sul- 
rN mill problems 

ANNIS, HAROLD M. Testing and class- 
ification of coated papers 


gate, water collecting 
Ash handlin 
Asphalt emulsions 


KERR. Practical limits for 
steam pressure and temperature in paper 
mill power plant service 

Aylesford laboratory beater 


Baffles, role in sheet formation 
Barium Ps Sogo ~ cae dioxide 
posite, sizing wit 

perk burner 


ki losses 
Basis weight 

Contrast ratio, relation of 

Optical properties, relation of ..... 
BATCHELOR, T. G. Sce Montgomery, 


BEARCE, GEORGE D.. Influence of the 
head box and slice on sheet formation. . 
rings 
Anti-friction 
Phenolic composition 
ter 
Capaci 


“— ’ , 
ordan, comparison 0’ 
bora 


tory 
Multiple roll 
Power requirements 
Scientific. control 
stock make: 


Laboratory control 
Measure of 
meg ay is ‘ids " a 
aper tor offset lthogra: » effect on 
Rod mill in re 
Temperature, effect of 
Uniform : 
Bekk smoothness and porosity tester 
Bell-Irving slice 
Bennett size making process .. 
Beno-wax seeeee 
BERGER, O. L. Heat requirements for 


sulphite pulping 
BERGES, . H. Importance of the cal- 
ender stack in paper manufacture .... 
BIRD, A. C. Operating practice in switch- 
wer distribution in pulp and 
paper 
BIRRE 


Bitumens 
Black liquor 
Analysis 
Chemical recovery 
Evaporation 
Eva 
Fue) 
Heat recovery 
Kraft process, sulphite content 
Recovery system, heat exchanger for 
Sulphide content 
anges in 
Wood, digesting straw and grasses 


with 
Bleach demand of pulps 
Bleaching . 


Boiler control systems 
Boiler horsepower indicator 
Boiler meters 
Boilers 
and W integral-furnace 
Drum construction 
High pressure 
Accessories 
Smoot regulator 


Bond paper, CILY .serccceceses 
Bond ne mill, brightness studies 
Book mill, brightness studies .... 
Book paper, opacity 
BOOTH, L.M. Paper machine water .... 
BORNSTEIN, BERNARD. 
ground wood mill practice 
Brass, physical properties 
BRAWN, W . Comments on ground 
wood mill practice in America ..... eee 


A 
Al2, P12, A75, 
Ammonia, activation by .......... ee A 
Gilg silo 
High consistency .... 
Radiation in 


Study of some factors influencing the 
formation and dissociation of sulphur tri- 
oxide in sulphur burner gases for sul- 
phite pulping 

Bureau of Chemistry and Soils, pulp and 
paper research 

Bureau of Dairy Industry, casein research 

Burner gases, dewpoint 


Calcium carbonate, use as filler 
Calcium chloride, effect on wood pulping .. 
Calcium hypochlorite, bleaching Lan 4 aie 
Calcium oxysulphide, use in pulping .... 
Calcium sulphate - 
Filler, use as ‘ 
wit 
Calender 
Corrosion 
Iron 
Manufacture 
Marking, cause of 
Calender stack 
Importance 
Lubrication 
CALKINS, JOHN B. Certified stains for 
fiber differentiation 


Capillaries, flow in Leeda itaekinnetaimaidets 
Carbon dioxide, formation in  sulphite 


Dissolved gases, effect of 

Dyes, absorption of 

Iodine number 

Mercerization 

Pulverized . 

Viscosity, effect of bleaching on 

Water absorption, effect of gases .... 
Centrifugal flowmeter 
Centrif 


Chlorine, 
Chlorine process 
Continuous 
Chrome (KA-2) tube, effect on sulphur 
dioxide oxidation 
Chromium nickel alloys 
Cinder eliminator 


38 


Circuit breakers : 

CLARK, JAMES d’A. Determining the 
rigidity, stiffness and softness of paper 
———. Kollergang beating method tor 
pulp evaluation 
‘lay 


Coal 
Distributor 
Handling 
Pulverized 
Burners, automatic lighters 
Burning 
Firing 
Pulverizer 
Tests aaet 
Coated pai 
Classi’ cation 
Cracking . 
Specifications . 
Coating materials 
Resins, artificial 
Soy bean protein . 
Coati rs, testi 
See RM. What I do not know 
about sizing and capillary flow 
Color 
Analysis 
Specifications 
Colorimeters 
Columbia University, pulp and paper “ye- 
search 
Combustion control equipment .. 
Committee on Standardization of Biological 
Stains 
Consistency control 
Consistency regulator 
Contact angles 
Contrast ratio 
Basis weight, relation to 
~y— relation to 


7 it’ is ‘and how it wor A mgd 
Corrosion, black liquor evaporators 
Corrugated board, slotting and scoring .. 
Couch grass... 

Couch rolls, tissue machines 

Crepe paper, drying 

Cutter 

Cylinder machines, wet end, electric drive 


“D” stain 
Dandy roll . 
Sheet formation, role in 
DE CEW, JUDSON A. Adverse function 
of gases in the manufacture of paper. 
Defiberer, ae eben 
Defibering, defini 
Deinking, rod 
Delthirma cing process 
Department of Agriculture, pulp and paper 
research 


«Bay 
Diesel e 
Differential gear 
Digester 
Circulation 
Filler 
Relief line 
Volume, average 
Discharge gases, cooling 
Doctor blades 
Monel metal 
DODGE, W. G., and TARVIN, C. 
Testing of news print for smoothness, 
ink penetration and opacity 
Draft and pressure indicator 
Driers, heat transfer in 
Drier shell, metal for 
Drying 
Crepe paper 
Machine variables, effect of 
Problems 
Rate, effect of steam pressure 
Vertical stack 
Duboscq colorimeter 
Duo-de-hydration 
Dyeing, machine 
yes , 
Absorption, effect of hydrogen ion 
~ -enaneagen 


Eos 

Paper brightness, effect on 
Stability 

Tests tor .. P 

Tests used in mills 


“E” stain 

Economizers 

Electric drive, cylinder machine wet end 
Electric generators . 
Electric motors, pulp and paper mills .... 
Electric power, pulp mills 

Electric wiring 

Electrical controls 


Electrical equipment 
Electricity, static, in Paper . 
ELLIS, CHARLES Downingtown 
Positive adjustable speed controlled to 
press roll drive 
PE av cchn tid d ¥-0ct setts ¥aeededies 
Evaporators 
Black liquor 
Corrosion 
Forced-circulation 
Horizontal-tube 
Long-tube film type 
Monel metal in 
Multiple effect 
Submerged-tube vertical type 


Fans, vane controlled 

Fat, determination in pul 

Felt life, effect of press roll load recorder 

Felt regulator 

Felts, washing 

Ferric oxide, effect on sulphur dioxide 
oxidation 

Ferric sulphate. effect on sulphur dioxide 
oxidation 

Ferrous sulphate, effect on sulphur cee 
oxidation 

Fibers 

Classifier 


Mechanism 
Fibrillation theory of hydration 
Fibropump 
Fibrous Materials Testing Committee re- 
rt 
Fillers 
aco cutonnte 


Zine sulphide pigments 
Flowmeter 
Centrifugal 
Electric 
Mechanical 
Folding tester, M. 
Forest Products 
paper research 
Fourdrinier wires 
Bending stress 
Driving tension 
ardness of 
Initial tension 
Life, factors in 
Material for 
Microphotographs 
Stress analysis 


Forming board, role in sheet formation + 
Foxboro universal meter 

Freeness_ tester 

Furfural number of pulps . 


Galvatron 
Gases 
Reating, effect on 
Paper making, role in 
Gelatin 
GEORGI, E,. A. Our present knowledge 
of rosin 
GILBERTSON, LaVERN A. See Lewis, 
Harry F. 
Gilg silo (bleaching) 
Glarimeter 
Ingersoll 
Polarization 
Glass electrodes 
Gloss 
Paper, determination of 
Glossmeter 
Oxford, modified 
Photoelectric 
Glue 
Sizing with 
Tests used 
Government Printing Office, 
per research 
GRA FF, JOHN . v stains and 
their use for fiber identification 
Grasses, digesting with black liquor 
Grate stoker, Green chain 
GREEN, ARTHUR B. Admission of 
stock to fourdrinier wire 
——— Beating from standpoint of con- 
trol and design 
Grinders 
— 
uropean types 
Great Northern ...... 
Groundwood. See mechanical pulp. | 
Groundwood-sulphite catalog mill, bright- 
ness studies 


* A126 
315 


PAPER TRADE JOURNAL, 64TH YEAR 


ened 5 D. smoothness tester 
deposits 


HAGENAUER, JOHN P. Labor cost of 
dustry in the paper and pulp in- 
ustr 


Beater water 
control ‘system 
HAMM, J. A. Is the beater obsolete? ... 
Hardimeter 
HARRISON, WARD D. See Kress, Otto 
ead box 
Functions 


tee on Utilizati ion — Heat in Chemiesi 
Proces:es, report 
Heat exchanger 
Black liquor recovery system ... 
Heat production, progress in 
Heat requirements of pulp mills 
Heat transfer in driers .. 
Herzberg stain 
Herkules pulpstone ee 
i-Lo alarm water column .... 
Hovalco boiler blow off valves 
HUNCKLEY, W. T. Recent trends in 
black liquor evaporator design 
HUNTER, RICHARD §S. Reflection mea- 
surement on pulp on paper 
Hunter glossmeter 
Hydration 
Chemical concepts 
Crystalline bond theory .... 
Dissolved gases, effect of .. 
Fibrillation theory 
Imbibition concept 
Paper brightness, effect on 
Hydraulic power 
Hydraulic turbines 
Hydrogen ion concentration 
Absorption of dyes, effect on 
Instruments for measurement of 
‘aper extracts, determination of .... 
Sulphite pulp extracts 
hite water and finished paper . 
Hydrometer, metal stem 


I 


peakn. relation to hydration 

= pee glarimeter 

penetration, test of newsprint 

oes repellent paper, patents 
Institute of Paper Chemistry, pulp 

paper research 
Iodine number of cellulose 
gg 


" Qutoher dieaide oxidation, effect on 
a trioxide oe effect 


Jenk’s stain, modified 

Johns-Manville Company 

Jordan, comparison with beater 

aa bars, monel metal 

JUDD, DEANE B. Method for determin- 
ing the whiteness of paper 
——— Opacity standards............. 


K monel metal 
KANTROWITZ, M. S., and SPENCER, 
E. W. Printers’ paper troubles encoun- 
tered at the Government Printing Office 
Kaolin 
Dyes, absorption of- 
per retention by : : 
KEHOE, R. D. Beating vs, jordaning in 
paper making 
Kollergang 
Laboratory 
Pulp evaluation with 
Kordatzki lyoskop 
Kraft black liquor, sulphur content 
Kraft pine, coloring matter in 
er rocess 
Calcium carbonate sludge, effect of .. 
Clay in cooking liquor, effect of 
Sulphur, distribution of, in 
White liquor improperly settled 
Kraft pulp 
Beating 
Filler, retention of 
Reconditioning 
ra mill as need for 


ms for 
KR ES . OTTO, “and HARRISON, 
WARD D. Cooking of kraft pulp — 
improperly settled white liquor .....-- 


July 25, 1935 


—, and MORGAN, HOWARD M. 
The modified Oxford glossmeter 
——, and McINTYRE, JAMES W. 
The distribution of sulphur during the 
kraft pulping operation 
—. See also Browning, B. L.; Laugh- 
lin, Edwin R. 


L 


Laboratory beater, Aylesford 4 
Laboratory control, relation to production 
facta 

La QUER, F. L. See Pilling, N. B. 
Latex 


LAUGHLIN, EDWIN R., and KRESS, 
OTTO. Study of the factors influencing 
the brightness of paper as recorded by 
the General Electric reflection meter 

Lautenschlager ionometer ... 

LEWIS, HA ARRY F., and GILBERTSON, 
LaVERN A. Effect of temperature on 
the beating of rag stock 

Lightness (color) 

Lightning protective equipment 

Lignin 

Calcium oxysulphide, effect of 
Determination o : 4 
Sulphite process, reactions in 

Lime, tests used 

Limestone, tests used 

Lubrication 

Calender stack 
Steam turbines 


M 
McGREGOR, GEORGE H. See Morden, 


McINTYRE, JAMES W. See Kress, 
Otto. 


Management changes in 
Manifold paper . 
MANNING, W. T. Practical limits in the 


use of high pressures and ee Ww 


in turbines 1000 K, W. to 10,000 K 
ratin . 
Massachusetts Institute of Technology 
Folding tester .. 
Pulp and paper research 
Materials of Couneustien developments .. 
Mechanical process, European practice ... 
Mechanical pulp 
Classification .. 
European, quality of .. 
Screening test ...... 
ee, Meee 
Mills, European practice 
Medicated paper 
Metals, spray coating 
Methylene blue, edeorpeion of 
M. I. folding tester 
Miami-Bond pulper 
Micromax round-chart frequency recorder 
Micromax pressure recorder 
MILLER, JAMES D. Materials a Con- 
struction development 
Mills, paints in ....... 
Mimeograph pape 
Rinere fillers, te ae used 
Ww. reno felts and 
Monel metal 
Paper industry, use in 
Properties .. 
Montan wax 
Emulsion 
BOK TUOMERY, A. E., and BATCH- 
ELOR, T. G. ’Delthirna sizin aBcoR. 
> W., and Me 
The “stock-maker” preci- 
sion laboratory beater 5 
MORGAN, HOWARD M. See Kress, 
Otto. 
Mullen breaks, nature of 
URDOCK, HAROLD R. Evaluation of 
heat input into alkaline pulping digester 
— -Waern system of chemical recov- 


National Bureau of Standards, pulp and 
paper research 
Naval stores 
Negretti and Zambra stretch recorder 
NEITZKE, O. F. Principles of Bennett 
Size- -making process 
New York State College of Forestry, pulp 
and paper research 
Newsprint 
Ink penetration test 
Opacity 
Gpeciey test 
Smoothness test 
Transparency, test of 
Newsprint mill, electric power in 
Nitric acid, digestion of wood by 
Non-fibrous. raw materials, testing 


Oo 


Offset lithography, register and paper prop- 
rties 


Ohio State University, pulp and paper 
research 
Oil absorption, paper, test of 
Oii burner, air register 
Oil engines ....... Sedesddseeevaerdsewes 
Opacity 
Basis wei “~y 
Formulas veeee 
Newsprint, “test Os 
Standards of 
Titanium pigments, effect of 
Opacity meter 
Optical properties, relation of basis weight 
Cee State “aaa College, pulp 
per research 
ontisbie, G. D. J. Toledo beater con- 
tro’ 
Oxford glossmeter, modified 
Oxido-reduction potential 


Pai 

PALMROSE, G. V. Mill test for the ex- 
act determination of combined sulphur 
dioxide 


Paper 


Air permeability, measurement of ... 


Artificial resins in 
Braille 
Brightness 
Capillaries, size and shape 
Coated, picking test, need of 
Coating 
Color, determination of 
Colore 

Psychology of 
Contrast ratio, equation for 
Corrugating 


Currency 
Current researches in U. 
De-sized, after treatment 
Drying, factors in 
Drying rate, effect of steam pressure 
Dyed, stability 
Dyeing on machine 
Dyes, tests for 
Expansion coefficient 
Felting properties, effect of gases .... 
Finish and formation tester 
Fluffing 
esmation, influence of fiber structure 
Freeness 
loss 
Determination of 
Grease resistance 
Hydrogen ion concentration, determina- 
tion 
Impregnated 
Ink resistance 
Insect repellent, patents on 
Machine direction aren of expan- 
sion ‘ 
Medicated, patents on. 
Moisture content, effect of drying .. 
Moisture resistance 
Moisture sorption 
Offset lithography, use in 
Oil absorption 
Tests for 
Oil penetration 
Opacity 
Titanium pigments, effect on .... 
Optical characteristics, mathematical 
relationships 
Parchment 
Photographic 
Physical properties, effect of titanium 
pigments 


Plane porosity and printing qualiiee, 


Porosity tester | 
Printing qualities 

Evaluation 
Printing smoothness, test of 
Printing troubles 
Reflected light, distribution of 
Reflection measurements 
Reflectivity 
Rewinding 
Reworking, deterioration 
Rigidity, determination of 
Rigidity factor 
Smoothness and printing qualities 
Smoothness tester 
Softness, determination of ... 
Starch, determination of 
Static electricity in 
Stiffness, Coenen of 
Stretch recorder ..... 
Surface texture 

Measurement of 
Testing 
Thickness variations 
Transparency meter 
Two-sided 
Water absorbency tester 
Water resistance, method for 
Waterproofing 
weed edges 


PAPER TRADE JOURNAL, 64TH YEAR 


Whiteness, determination of .. 
ool, determination of 
Wrinkling. 


ke ment 
Labor costs 


Electric motors 
Electric wiring in 
Electrification 
Paper testing 
velopments in 1934 
Bon Testing Committee 


Adhesive 
Emulsion, preparation of 
Parchment paper 
Patents 
Insect repellent papers 
Medicated papers 
United States 
Penetration tester 


PETERSON, CLIFFORD PE 
of non-fibrous raw materials 
PETERSON, G. A. Electric drive for 
cylinder machine wet en 


PILLING, N. B., LaQUE, F. and 
WHEELER, F. G. Some factors in- 
fluencing - life of fourdrinier wires . 

Pine wood, 3 process for 

Pitch, removal from sulphite pulp . 

Plioform 

Pneumatic transportation 

POLAKOV, WALTER N. Management 
under changing conditions 

Polarization glarimeter 

Pomilio chlorine process 

Poplar 


Specific designs 
Steam and power balance” 
Power production and transmission, ad- 
vances 
Press roll 
Differential drive 
,_ Load recorder 


Pale 
Beater, laboratory 
Beater strength, effect of rod mill .. 
Bleaching A7 
Brightness 
Brown wood 
Cellulose number 
Chlorination for purification 
Chlorine bleach 
Color 
Consistency control 
Consistency regulator 
Current researches in United States 
Drying, effect of dissolved gases .... 
Evaluation by kollergang 
Fat, determination o 
Felting properties, effect of gases on 
Freeness tester 
Freeness-strength relations 
Furfural number 
Morphological changes on beating 
Pentosans, removal of 
Physical properties, effect of tempera- 
ture of beating 
Purificatioa 
Chlorinatioa for 
Refiner 
ar sa action, effect of 
Reflection measurements 
Rosin, determination of 
Stock control 
Testing 
Viscose 
See also Soda, Sulphate and Sulphite. 
Pulp grinders 
Pulp mill 
Acid consumption 
Digester pressure 
Electric motors for 
Electric wiring in 
Heat requirements 
Switching practice .... 
Pulp sheets 
Signiicance of tests 


Pulpe 


Razek- “— r 
REESE, S. W., ' 
Water absorbency tester using 0.1 cc. 


definition ' 
lation of contrast ratio .... 


Rewinder 

Ridgway’s color standards 

Riley boilers 

Rod mill . : 
Freeness-strength relation in .... 
Power consumption .........---+++ me 


Rosin i 
Emulsion, apparatus for 
Grades. 
Oxidation 
Properties pone: : 
Pulp, determination in 
Roumanian 
Tests used 
Rosin acids ......+-+e+eeereeereeereeee 
Rosin size ‘ 
Caustic soda in 
Dr 
Ph 


OSEPH. _Insect-repellant 
and medicated papers (patents) 


Rosin-wax_ 5s 
ROSSMAN, 


Rs cee hgpepaeeheeeee > 
J 


S monel metal 

Salt —" tests used 

Sampo pulpstone 

Seeecme nm tower scraper coal storage ma- 
chine 

Save all trays, monel metal ' 

SCRIBNER, B. W. Developments in pa- 
per testing during 1934 : 
——. Paper Testing Committee annual 


est 
Screen sess 
Horizontal cylindrical 
Screen plates, mone] metal 
Semi-coated papers 
hake 


Pe. 


Sheet formation 

Baffles, role of 
Breast roll, role of 
Dandy, role of 
Elements of 
Forming board, role of. 
Head box, temperature in, and 
Principles of 
Shake, role of 
Stock consistency, role of 
Stock velocity, relation of 
Uniformity, apparatus for 
Water, role of 

_ Wire pitch, role of 


Sulphur dioxide oxidation, effect on. . 
Sulphur trioxide decomposition, effect 


Silicates, tests used 

Sisal pulp, stains for 

Size 
Bennett process ......+.++- : 
_ Paper brightness, effect on .. 


I 
Paraffin emulsion for 
Phosphoric acid, role in 


Glue-gelatinized cellulose 
Titanium ppments use of 
suo hoist coa dling 
ice 


Slime removal 
Slitter 
Slotting and scoring machine 
Smoke density recorder 
Smoothness 
News print, test of 
Tester 
Soaps, felt washing with 
Soda ash, tests used 
Soda pulp, purification 
Sodium aluminate, use in size ........ me 
Sodium monosulphite, wood pulping wit!:.. 
Sodium silicate 
Coating composition 
Size, use in 


Coating, use for 
Sizing agent 


Speedimax high speed frequency recorder 


SPENCER, E. W. See Kantrowitz, M. S 


‘iber differentiation, use in 
List o 
STAMM, F. C. Factors governing heat 
transfer through drier shells 
Starch 
Paper, determination in 
Tests used 


Steam 
Steam 


Steam 
Steam pressure regulators 
turbines 
Optical characteristics of 
I. Mathematical relationships be- 
tween basis weight, reflectance, contrast 
ratio and other optical properties 
Stiffness testers 
Stock 
Admission to wire 


Suction boxes 
Monel metal in 
Tissue machine 
Wire wear at 

Suction device 

Suction felt roll 

Sulphate pulp, purification 

Sulphite cooking liquor 
Circulation 
Sulphur dioxide, combined, determi- 

nation 

Sulphite mills, problems 

Sulphite process 
Acidity, effect of 
Blow-off, heat loss in 
Carbon dioxide, production of 
Chemical mechanism 
Chromium-nickel alloys in 
Control, lignin determination in 
Haglund 
Kinetics of 
Lignin reactions in 
Nitrogen in gases from 
Russian practice 
Standardization 
Sulphtr consumption in 
Variables in 


282 
A9-A1l, P10-P11 


PAPER TRADE JOURNAL, 64TH YEAR 


> 7 : 
_ ion concentration. 
uction 


ality, factors in .... 
tains for 


Biochemical oxygen demand .. 
Density 

Evaporation . 
Sulphurous acid, combination with..., 
Wltramarine from 

Utilization 


Wood pulping, effect on 
Sulphur burner, spray type, study of.,.. 
Sulphur burner gases, sulphur trioxide in. . 
Sulphur cements 
sulphur dioxide 
A eee eee * 
Combined, determination of 
Oxidation 
Catalysts 
Recovery 
Sulphur trioxide equilibrium 
Sulphur trioxide from 
Sulphur dyes, kraft pulp 
Sulphur trioxide 
Analysis 


MnNwWmM 


Table rolls 
Monel metal 


Talc 
Dyes, adsorption of 
Ural deposits 


] UR W. 
basic salts of aluminum 
Thorsen beater 
Tissue machines 
Titanium dioxide 


Tornesit 
Transite 
Transparency, test of news print 
Transparency meter .........00-0000c0 
Trenel ionometer 
Triodometer 
Turbine generators ... 
Turbines, steam 

Blades 

High pressure 

Lubrication 

Nozzles for 

Valves for 
Turbovane fans 


Ultramarine, preparation from _ sulphite 
waste liquors 
Ultraviolet lamp 
Uniform-chromaticity-scale triangle 
University of Alabama, pulp and paper 
research 
University 
search 
University 
research 
University 
research 
University of Washington, pulp and paper 


July 25, 1935 


Pressure solution feed 


Self regenerating 
Vaive seats Wax sizes 
alves 

vas de Carr slice 

Van Stone joint 

Viscose, pulp for 

Voith slice 


[DN FS 
and pepe industry ENCE 


WEST, CLA 
Great Northern 


search on pul 
ernment and 
the United States 


grinders 

Walseal Sy 

WARD, FRANK. Taylor press roll load 

recorder 

Warp wire, hardness of 

Waste paper, pulping 

Water . 
Acidity, effect on sheet formation .... 
Beater volume control 
Cellulose, absorption by, 

gases 

Drier, removal from 
Paper brightness, effect on 
Quality, control of, on machine 
Sheet formation, role in 

Water absorbency tester 

Water drainage, effect of gases 

Water glass 

Water resistance of paper, method for.... 

Water softeners 
Electrochemical feed 


making 
effect Reuse of 
Whiteness of paper 
Determination of 
Formula for 
Standard of 
WILCOXSON, L. S. 


black liquor 
WILLETS, WM. R. 
of titanium pigments 


pone Wire 
ment, mixing and beating with rods.... 


and paper in the Gov- 
niversity laboratories of Sap peeled 


Hydrogen ion concentration in paper- 


Results from the 
B and W-Tomlinson process for the re- 
covery of chemicals and heat from kraft 


Surface application 


PAPER TRADE JOURNAL, 64TH YEAR 


WILLIAMS, F. M._ The relation of 
smoothness and plane porosity to print- 
ing qualities of paper 

Williams finish and formation tester .... 

WILM Heat and power pro- 
duction and transmission 

Winder, tension control 
Winding machine, skip hoist 

per stock treat- Pitch of, role in stock formation .... 

Regulator 

Current _re- Wood 

Drum barked 


Saturation, effect of acidity of cooking 
liquor 
Wood room practice 
Wool, determination in paper 
Wulff foil colorimeter 


13, 185 


Yankee machine, drying on 
Yarway floatless Hi-Lo alarm water col- 


ing Committee progress report, 1934.... 
See also, Reese, S. W. 


Z 


Zeolite water softener, automatic 
Zinc sulphide pigments, use as fillers 


Aetna Paper Co. Holds Up Removal Plans 


[FROM OUR REGULAR CORRESPONDENT] 


Dayton, Ohio, July 22, 1935—Pending further nego- 
tiations by the Chamber of Commerce, the Aetna Paper 
Company executives have halted their consideration of 
moving the mills to either Franklin or Urbana, where 
affiliates are located, it was said early this week. 

No definite decision has been reached in the matter, 
according to Wayne G. Lee, managing director of the 
Chamber of Commerce at Dayton. “Taking cognizance 
of the importance of the industrial plant to Dayton, Cham- 
ber of Commerce executives have held conferences with 
company officials requesting that they review all condi- 
tions before considering such a move,” said Mr. Lee. 

“While no decision has been reached by the company, 
we are confident it may be prevailed upon to remain in 
Dayton, as the company heads have assured us that they 
- are well pleased with conditions here, but there are many 
advantages in combined shipping facilities promised by 
the proposed change.” 

The Aetna Paper mills are located on Columbia street, 
Edgemont, and are modern in every particular. Only 
recently the company was planning to enlarge its boiler 
room and was preparing to let contracts for the work, 
besides buying the needed additional equipment. It was 
estimated that the cost would be approximately $90,000. 

Failure to make this change at once, as was intended 
at first, no doubt was due to consideration given by the 
company to merge with either the Maxwell Paper Com- 
pany in Franklin, 17 miles south of Dayton, or the How- 
ard Paper Company at Urbana, located in Champaign 
county, Ohio. 


Government Paper Awards 
[FROM OUR REGULAR CORRESPONDENT] 


Wasurncton, D. C., July 24, 1935—The Government 
Printing Office has announced the following paper awards. 

The Perkins-Goodwin Company will furnish 31,525 
pounds (325,000 sheets) of 32 x 48 light weight M.F. 
book paper at 5.96 cents per pound, bids for which were 
received on July 12. 

The Lanston Monotype Machine Company will furnish 
16,700 pounds of monotype keyboard paper at 9.5 cents 
per pound. Gibson Brothers will furnish 5,500 pounds of 
34 x 44 white sterling enamel paper at 7.5 cents per pound. 


Union Paper Stock Co. Burned 
{FROM OUR REGULAR CORRESPONDENT] 

Dayton, Ohio, July 22, 1935—The only three-alarm 
fire of the year in Dayton occurred at the plant of the 
Union Paper Stock, Inc., located at State and Fremont 
streets, in the east central section of the city shortly be- 
fore 6 P. M. last Tuesday. 

The buildings were swept by flames and completely 
destroyed causing a loss to contents variously estimated 
from $6,000 to $10,000, with a comparatively small amount 
of insurance. The buildings were of little consequence 
but the supplies of paper, rags and other materials, were 
extensive. An unusually large quantity of paper and rags 
was being held, Benjamin Dlott, one of the two mana- 
gers, explained. The other manager, Max H. Rossin, 
could not state when the plant would be rebuilt, although 
he said business would proceed as usual, as far as pos- 
sible under the circumstances. 

Officers of the company are Michael Shapiro, presi- 
dent ; Robert Shapiro, vice-president ; Esther Shapiro, sec- 
retary-treasurer, and Messrs. Dlott and Rossin, mana- 
gers. The company was incorporated eight years ago. 


Chaplin Corp. To Build Laboratory 


The Chaplin Corporation will soon occupy a new labor- 
atory building being constructed at Portland, Me. Ap- 
proximately 4,000 square feet of floor space will be pro- 
vided. A part of this space will be used as a machine 
shop in which special machinery will be built. The re- 
mainder of the space will be used for engineering, draft- 
ing and experimental work. Considerable new machinery 
will be purchased and other equipment will be moved to 
the new location from Waterville, Me. The approximate 
cost is $16,000. 

Joseph F. Chaplin, of Portland, Me., is president of 
the company and Merle P. Chaplin of Waterville, is 
treasurer. 


F. W. Oughton Goes with Seymour Paper Co. 


Fred W. Oughton on July 1 severed his connection 
with the sales staff of the Blake-Butler Corporation and 
is now with Seymour Paper Company in a similar capacity. 
Mr. Oughton was for some time associated with the ad- 
vertising staff of the Cowan & Dengler Advertising 
Agency, prior to his activities in the paper field. 


